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PRESSURE TEMPERATURE

FIRESURE X LPCB APPROVED

FLOWMETERS FOR SPRINKLER FIRE PUMP TESTING

* Flange and groove style connection
e Simple and quick to install

e Horizontal or vertical pipe-lines

* Most extensive flow ranges

e Remote indicator options

e Design flexibility to meet CDM regulations

e Remote indicator can be retrofitted

|

e Certificate to LPS 1045

1

Firesure X

Construction and Specification:

Firesure X

Main orifice carrier Flange and groove connection, 316SS orifice in
polyester coated steel body.

Indicator assembly Nickel plated brass valves and components, borosilicate glass flow tube and Viton
seals. Polycarbonate filter bow! and stainless steel filter element.

Indicator connectors
1.7 metre colour coded hydraulic hoses and stainless steel hose clips.

Galvanised steel bracket with 6mm fixing holes, compatible with Unistrut frame

Indicator mounting : : : ;
and pipe clip mounting options.

Safe Working Pressure 16 bar g (with x 2.5 safety factor.)

Accuracy 5% of flow rate reading.

*FIRESURE X RETROFIT PACKAGE: Existing Firesure installations can be converted to Firesure X by use of
a simple retrofit package FSX01, consisting of: carrier identification label; Firesure X flow tube; hoses and
mounting Kkit.
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SIZE & CONNECTION

50 FLANGE

80 FLANGE

100 FLANGE
150 FLANGE
200 FLANGE
50 GROOVE
80 GROOVE
100 GROOVE
150 GROOVE
200 GROOVE

RANGE CARRIER "W’ APPROVAL
dm3/min THICKNESS (MM) LPCB ref
200-850 40 4643/11
200-1800 40 4643/12
400-4000 40 464a/13

1100-9500 40 464a/14
2500-17000 40 4643a/15
200-850 S0 4643a/16
200-1800 90 4643/17
400-4000 90 4643/18
1100-9500 90 4643/19
2500-17000 100 464a/20
Mounting Detail - Firesure X:
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ORDER CODE

FSS0FLX
FS80FLX
FS100FLX
FS150FLX
FS200FLX
FS50FGX
FS8OFGX
FS100FGX
FS150FGX
FS200FGX
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